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R-JB103

Temperature: -20°C~80°C Temneparypa: -20°C~80°C
Pressure: 0.8 MPa [aenenue: 0.8 mlMa
Velocity: <15 m/s CkopocTb: <15 m/cek
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(h6)  (Max) (H8)  (+0.5)

@ Nitrile: NBR R-JB103-16 16 33 25.5 33 40 12
Ethylene-Propylene: EPDM R-JB103-18 18 35 28.5 36 44 12
Fluorocarbon: VITON R-JB103-20 20 37 30.5 40 44 14

Pure PTFE: PTFE R-JB103-22 22 39 32,5 42 48 14

R-JB103-25 25 42 35.5 45 48 14

@ MpyxuHa R-JB103-28 28 45 38.5 48 50 14
R-JB103-30 30 52 40.5 50 56 14

SUS304 R-JB103-35 35 57 45.5 55 60 14

R-JB103-40 40 62 50.5 60 64 14
R-JB103-45 45 67 55.5 65 71 14
R-JB103-50 50 72 60.5 70 75 14
R-JB103-55 55) 77 65.5 75 77 14
R-JB103-60 60 82 70.5 80 77 14
R-JB103-65 65 92 80.5 90 89 17

Left/ Nesast: L Right / Mpasas: R
R-JB103-70 70 97 85.5 97 91 19
R-JB103-75 75 102 90.5 102 91 19
MeTannuyeckue yactu R-JB103-80 80 107 955 107 98 19
SUS304 R-JB103-85 85 112 100.5 112 100 19

R-JB103-90 90 117  105.5 117 101 19
R-JB103-95 95 122 110.5 122 101 19
R-JB103-100 100 127 115.5 127 101 19
R-JB103-110 110 141 130.5 142 126 21
R-JB103-120 120 151 140.5 152 126 21
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