Temperature: -20°C~180°C
Pressure: <1.0 MPa
Velocity: <15 m/s

R-M2N

Equivalent to Burgmann M2N

Temnepartypa: -20°C~180°C
[aBnexve: £1.0 mla
CkopocTb: <15 m/cek
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R-M2N
di  ds3 dr L3 La d11 d12 d1a
(h6)  (Max)  (H8)  (£0.5) (H8)

R-M2N-10 10 20 21 175 6.6 155 19.2 6.6
R-M2N-12 12 22 23 17.5 6.6 17.5 21.6 7.0
R-M2N-14 14 25 25 175 6.6 205 246 7.0
R-M2N-15 15 27 27 195 6.6 205 24.6 6.6
R-M2N-16 16 27 27 19.5 6.6 22.0 28.0 7.5
R-M2N-18 18 30 88 20.5 7.5 24.0 30.0 8.0
R-M2N-20 20 32 35 22.0 7.5 29.5 35.0 7.5
R-M2N-22 22 35 37 23.5 7.5 29.5 35.0 7.5
R-M2N-24 24 38 39 250 7.5 320 38.0 7.5

R-M2N-25 25 40 40
R-M2N-28 28 43 43
R-M2N-30 30 47 45
R-M2N-32 32 48 48
R-M2N-35 35 53 50
R-M2N-38 38 56 56

26.5 7.5 32.0 38.0 7.5
26.5 7.5 36.0 42.0 9.0
26.5 78 39.2 45.0 10.5
28.5 7.5 42.2 48.0 10.5
28.5 7.5 46.2 52.0 11.0
33.5 9.0 49.2 55.0 10.3
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@ Nitrile: NBR
Ethylene-Propylene: EPDM
Fluorocarbon: VITON

4 Mpyxvna
SUS304/ SUS316.

Left/ Nesast: L

Right / Mpasas: R
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